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POWER & AUTOMATION SOLUTIONS

CATALOGUE OF
PREFERRED TYPES

EVERYTHING AROUND THE SWITCHGEAR CABINET

[REDEFINING STANDARD ]
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[RANGE OF PRODUCTS]

Air conditioning

Enclosure heaters

Enclosure
dehumidifiers

Thermoelectric
coolers

Compressor
cooling units

Filter fans &
exhaust filters

Roof-mounted
fans and air vents
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19 inch fan units‘

Thermostats and

controllers
Internal fan o
- "

Heat exchangers

Accessories
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Lighting

LED lamps

LED enclosure

lighting
Lamps for R
enclosures
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Light fittings

N
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Accessories

Document pockets
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Plug sockets
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Ground straps

For information about these products,
please visit our website: www.elemko.de
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4 [ELMEKO STANDS FOR]

elipse ( )

POWER & AUTOMATION SOLUTIONS

We develop innovative products for cooling, heating and illuminating switchgear
cabinets. Compatible accessories make for a comprehensive product range.

Ce

Quality

In the manufacture of our
products, we attach great
importance to the label “Made
in Germany”.1S0 9001:2008
certification confirms the quality
of our products, which are made
using high-quality components
from well-known manufacturers.
No product leaves our premises
untested. So you are guaranteed
technology you can rely on and
we have satisfied customers in
every sector of the economy.

<Y

Flexibility

And if fast delivery is required,
we are the perfect partner. Large
stocks of standard items, swift
realisation of customized solu-
tions and short decision-making
channels guarantee the flexi-
bility needed to meet customer
requirements.

You are very welcome to put us
to the test. Send us an inquiry
for the products you need.

|

Partnership with customers

Close cooperation with
customers is an important
element of our business.

That may seem obvious but it is
not something you can expect
everywhere today. At ELMEKO,
you can. We identify with your
needs and make meeting your
requirements our mission.
These are not just words; they
are a pledge.

Put us to the test!
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[DISTRIBUTION ] 5

At our company, customer consultation, product
development and fabrication are so closely inter-
linked that it is always possible to find a solution that
is optimal for the customer. Profit from our years of
experience in switchgear cabinet components.


e.kuypers
Elipse automation


[OUR EXPERTISE]
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A switchgear cabinet protects the electrical control or DP systems inside it. To
ensure that those highly sensitive systems work safely and reliably, the cabinet
needs to meet ever more exacting requirements.

Air-conditioning and lighting are becoming particularly important here. ELMEKO
has the know-how needed to develop and manufacture the components required.

F 4R

Air-conditioning

Every switchgear cabinet has
particular air-conditioning
requirements. They depend on
its size and design and on the
equipment it accommodates.
But ambient temperatures and
humidity are also relevant; so
are installation situation and
exposure to sunlight.

A dirty environment requires an
enclosure and cooling system
with a high degree of ingress
protection.

With teams drawing on decades
of experience, we develop and
manufacture components such
as coolers and heaters that take
account of every relevant factor.

Lighting

To create a suitable working
environment for customers and
service engineers, it is important
to provide very good lighting

for the inside of a switchgear
cabinet. Lights need to work re-
liably; they are essential for the
electrician called to fix a system
fault or failure. We manufacture
high-voltage LED switchgear cab-
inet lights that offer brightness,
robustness and longevity for
industrial applications.

ﬁp

Accessories

Document pockets, ground
straps and plug sockets as well
as a extensive program to control
the air-conditioning components
are just a few of the practical
accessories available for switch-
gear cabinets. This is another
area in which we regularly break
new ground with innovative
products, for example a doc-
ument pocket with adjustable
angle borders.

We are sure to have the right
products for your cabinet. If not,
give us a call or drop us a line.
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[A QUESTION OF STANDARDS]

As a developer of high-quality switchgear cabinet
components, we attach particular importance to
maintaining a stream of products with innovative
features. At our company, ‘standard’ is regularly
redefined.
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We are also happy to provide project planning
support and tailor components to your specific
requirements.


e.kuypers
Elipse automation


elipse ( )

POWER & AUTOMATION SOLUTIONS

8 [FROM CUSTOMER REQUEST TO SERIES PRODUCTION]

Talks with the customer Technical concept for implement- Prototype development,
to establish the product ing the product solution, consultation with the customer
specifications required consultation with the customer
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We offer many products with an added
value for the user. Exactly this differ-
ence can be the decisive advantage
foryou. Quality of products, on-time
delivery and a reliable partnership
have the highest priority for us. Along
with competitive prices this is the

basis of our success and our longtime
customer relationships.

& 44

Prototype optimisation, Production of the
preparation for series production required product
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10 [LED LAMPS]

Type LE-150-SL to LE-600-LB

f
_\\_\ e Available in 3 different lenghts
"\\1_ - e Electrical connection to 230V ACor 24V DC
f e &\ e With 2 mtr. connection cable
l\' o~ &\ e Motion detector or switch
k e Magnet or screw fastening
‘h’*« e Universal assembly possibilities

e Energy saving, long service life

L o
Type LE-150-SL LE-150-SL LE-300-SL LE-300-SL LE-600-SL LE-600-SL LE-300-LB LE-600-LB
Part number 7215E15SL 72 15E55SL  7230E15SL  7230E55SL 72 60E15SL | 72 60E55SL | 7230E55LB 72 60E 55LB
Operating voltage [V] 230V AC 24V DC 230V AC 24V DC 230V AC 24V DC 24V DC 24V DC
Power input [W] 5 3 10 7 20 14 5 10
Luminosity [lm] 320 315 685 535 1450 1135 450 900
Length [mm] 185 185 365 365 650 650 185 650
Height [mm] 34 34 34 34 34 34 34 34

Permissible ambient

-20 to +60 -20 to +60 -20 to +60 -20 to +60 -20 to +60 -20 to +60 -20 to +60 -20 to +60
temperature [°C]

Service life [h] 50.000 50.000 50.000 50.000 50.000 50.000 50.000 50.000
Degree of protection IP 54 IP 54 IP 54 IP 54 IP 54 IP 54 IP 54 IP 54
Color temperature 6.000 K 6.000 K 6.000 K 6.000 K 6.000 K 6.000 K 6.000 K 6.000 K
ON/OFF-switch o o o o . o - -
Motion detector - - - - - - . .

Accessories

Holding magnet HaMag 72 MAG D22 72MAGD22 72MAGD22 72MAGD22 72MAGD22 72MAGD22 | 72MAGD22 72MAGD22

Door position switch S-K 7200K000  7200K000  7200K000  7200K000  7200K000  7200K000 | - -

Accessories

Holding Magnet HaMag Door Position Switch S-K

e With NO and NC contact

e Can be exposed to 10A, with positive break

e Fixing kit for horizontal and vertical
mounting

e Very strong neodymium magnet with black
rubber coating

e Diameter: 22mm

e With thread bolt M4
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[LED-ENCLOSURE LIGHTING]] 11

Type LLE-400-S to LLE-700-B

e Enclosure lighting in 2 different lengths,
400 mm and 700 mm

e Suitable for enclosures starting from
500 mm width

e With motion detector or door position switch

e Anodized aluminium housing

e Angled light outlet for better illumination

e Plug connections for mains cable and
connection cable

Te
& -
e \‘{ G \‘{ L ___\\V \\ : =
Type LLE-400-S LLE-400-SU LLE-400-B LLE-400-BM LLE-700-S LLE-700-SU LLE-700-B
Part number 72 400 15S 72 400 15SU 72 400 15B 72400 15BM | 72700 15S 72700 15SU 72700 15B
Operating voltage [V] 230V AC 100 -240 V 230V AC 230 VAC 230V AC 100 -240V 230V AC
Power input [W] 10 8 10 10 20 16 20
Luminosity [lm] 660 580 660 660 1300 1120 1300
Length [mm] 403 403 403 403 703 703 703
Height [mm] 74 74 57 57 74 74 57
Permissible ambient
temperature [°C] -20 to +60 -20 to +60 -20 to +60 -20 to +60 -20 to +60 -20 to +60 220 to +60
Service life [h] 60.000 60.000 60.000 60.000 60.000 60.000 60.000
Degree of protection 1P 20 IP 20 1P 20 IP 20 IP 20 IP 20 1P 20
Color temperature 6.000 K 6.000 K 6.000 K 6.000 K 6.000 K 6.000 K 6.000 K
Door position switch o . - - . . —
Motion detector - - . . - - .
Accessories
Mains cable 3 m 72 30N 000 72 30N 000 72 30N 000 72 30N 000 72 30N 000 72 30N 000 72 30N 000
Connection cable 0,6 m 7206V 000 7206V 000 7206V 000 7206V 000 7206V 000 72 06V 000 72 06V 000
Accessories
Mains Cable LL-N-30 Connection Cable LL-V-06
® Mains cable 3mtr. long e Connection cable for daisy chain
e GST plug at one side connection 0,6 mtr. long
‘; 5 e GST plugs at bothe sides
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12 [HEATERS]

Without Fan (10 - 150 W)

® Prevents temperature fluctuations and
condensation

e Electrical power capacity from 10 Watt
to 150 Watt

e PTC heating element

e Compact design

e Attachment with clip on mounting rail

R E F B E £

Type SM 10 SM 20 SM 30 SM 45 SH 60 SH75 SH 100 SH 150

Part number 20M1070X  20M2070X 20M3070X 20 M4570X 2060S70X  2075S70X  2010S70X 20155 70X

Operatingvoltage [y] 1107240V 110-240V 110240V 110-240V  110-240V  110-240V  110-240V 110240V
AC/DC AC/DC AC/DC AC/DC AC/DC AC/DC AC/DC AC/DC

:i';)"lacl [“’l:,‘]tp"t 10 20 30 45 60 75 100 150

Width [mm] 30 30 30 30 80 80 80 80

Height [mm] 80 100 120 170 105 155 185 245

Depth [mm] 60 60 60 60 83 83 83 83

Service Life [h] 100.000 100.000 100.000 100.000 100.000 100.000 100.000 100.000

Approvals UL/ CE UL/ CE UL/ CE UL/ CE UL/ CE UL/ CE UL/ CE UL/ CE

Accessories

Thermostat TFO 10 15TFO 010 15TFO 010 15TFO 010 15TFO 010 15TFO 010 15TFO 010 15TFO 010 15TFO 010

Thermostat TRO 60 15TRO 060 15TRO 060 15 TRO 060 15 TRO 060 15 TRO 060 15 TRO 060 15TRO 060 15TRO 060

Digital thermostat

TER 150 15TER 152 15TER 152 15TER 152 15TER 152 15TER 152 15TER 152 15TER 152 15TER 152

Hygrostat HYW 90 15HYW090  15HYW090  15HYWO090  15HYWO090 15HYWO090 15HYWO090  15HYWO090  15HYW090

Accessories

Thermostat TFO 10 L Hygrostat HYW 90

e Switching point fixed at 10 °C
e Contact: NC

e Control range: 40 — 90 %
relative humidity
e Contact: CO

o
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With Fan (250 — 1.000 W)

Prevents temperature fluctuations and

condensation

With fan for optimal temperature distribution
Electrical power capacity from 250 Watt

to 1.000 Watt

PTC heating element (not SH 1000L)

Compact design

Attachment with clip on mounting rail or directly

on the mounting plate

Type SH 250L SH 400L SL 250 SL350 SL500 SL650 SH 1000L
Part number 20255 10X 20 405 10X 202550102  20355L102  2050SL102  20655L102 | 20 1000 10X
operatingvoltage [ 230 VAC 230 VAC 230 VAC 230VAC 230 VAC 230 VAC 230VAC

perating voliag 50/60 Hz 50/60 Hz 50/60 Hz 50/60 Hz 50/60 Hz 50/60 Hz 50/60 Hz
Thermal output

250 400 250 350 500 650 1.000

at 20 °C [W]
Width [mm] 80 80 115 115 115 115 140
Height [mm] 155 235 100 100 100 100 160
Depth [mm] 110 110 114 114 114 114 69
Service Life [h] 50.000 50.000 50.000 50.000 50.000 50.000 50.000
Approvals UL* / CE UL* / CE CE CE CE CE CE
Accessories
Thermostat TFO 10 15 TFO 010 15TF0 010 15TF0 010 15 TFO 010 15 TF0 010 15TF0 010 15 TF0 010
Thermostat TRO 60 15 TRO 060 15TRO 060 15 TRO 060 15 TRO 060 15 TRO 060 15TRO 060 15 TRO 060
'T)égR'tla;;hermOStat 15 TER 152 15 TER 152 15 TER 152 15 TER 152 15 TER 152 15 TER 152 15 TER 152
Hygrostat HYW 90 ISHYW090  15HYWO090 | 15HYWO090  15HYWO090  15HYWO090  15HYWO090 | 15 HYW 090

* For UL-Version please add ,,UL“ to the article number

Accessories

o IV
¢ i

Thermostat TRO 60

e Control range: 0 — 60 °C
e Contact: NC

"’”’“”'g

Digital Thermostat TER 150

e Operating voltage: 230V 50/60 Hz
e Number of relay outputs: 2
e Control range: -50 to +150 °C
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14 [FILTER FANS]

Filter Fans (11 — 160 m3/h)

e Low shape and quick mounting
e Screw fastening is possible for all types

e Protection class IP 54 with filtermat (standard)
e Protection class IP 55 with Z-line filter

e Foamed polyurethane gasket
e Housing color RAL 7035

e Available for various other supply voltages

e Scope of supply: ready to install, incl. filter mat
e Also available in EMC-version

Type LV 80 LV 80 V100 LV 250 LV300 LV 405

Part number 10080 150 10 080 550 10115 150 10 253 150 10335150 10 405 150
Operting volage o MV S0 Goeom  sokow  sojeots
Air flow free air [m3/h] 11 15 25 63 115 160

Power input [W] 5 2,6 12 20 20 18

Width [mm] 80 80 105 148 204 250

Height [mm] 80 80 105 148 204 250

Depth (outside) [mm] 4 4 4,5 5,5 6 6
installation depth [mm] 40,5 40,5 55 64,5 90 102
Installation cut-out [mm] 68 x 68 68 x 68 92x92 125x125 177 x177 223x223
Operating temperature [°C] -20 to +65 -20 to +65 -10 to +55 -10to +55 -10to +55 -10 to +55
Service Life [h] 40.000 70.000 37.500 27.500 27.500 40.000
Noise level dB(A) 27/28 42,3 30 42 51 44
Approvals UL/ CE UL/ CE UL/ CE UL/ CE UL/ CE UL/ CE
Accessories GV 80 GV 80 GV 100 GV 250 GV 300 GV 400/500
Exhaust filter 11 080 050 11 080 050 11115050 11 253 050 11335050 11 435050
Spare filter mat 12 080 15VE 12 080 15VE 12100 15VE 12 001 35VE 12 300 35VE 12 400 35VE
Z-line filter IP55 - - - 12 250 ZF 12300 ZF 12 400 ZF
Gill plate - - - 14 250070 14300070 14 400 070
Filter fan Shroud - - - 14 250 700 14300 700 14 400 700
Cover plates - - - - - 11 400 05B
Digital thermostat TER 150 15TER 152 - 15TER 152 15TER 152 15TER 152 15TER 152
Thermostat TRS 60 15 TRS 060 15 TRS 060 15 TRS 060 15 TRS 060 15 TRS 060 15 TRS 060
Thermostat TWR 60 15 TWR 060 15 TWR 060 15 TWR 060 15 TWR 060 15 TWR 060 15 TWR 060
Hygrostat HYW 90 15 HYW 090 15 HYW 090 15 HYW 090 15 HYW 090 15 HYW 090 15 HYW 090
Speed controller TLR 400 15 TLR 400 - 15TLR 400 15 TLR 400 15 TLR 400 15TLR 400
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TLLLELY

Filter Fans (250 — 930 m3/h)

e Low shape and quick mounting

e Screw fastening is possible for all types

e Protection class IP 54 with filtermat (standard)
e Protection class IP 55 with Z-line filter

e Foamed polyurethane gasket

e Housing color RAL 7035

e Available for various other supply voltages

e Scope of supply: ready to install, incl. filter mat
e Also available in EMC-version

Type V410 LV 550 LV 600 LV 700 LV 800
Part number 10413 150 10553 150 10635 150 10735150 10835 150
Operating voltage [V] 230V AC 230V AC 230 VAC 230V AC 230V AC
50/60 Hz 50/60 Hz 50/60 Hz 50/60 Hz 50/60 Hz
Air flow free air [m3/h] 250 370 580 730 930
Power input [W] 45/39 65/93 64/80 115/165 135/215
Width [mm] 250 250 323 323 323
Height [mm] 250 250 323 323 323
Depth (outside) [mm] 6 6 6,5 6,5 6,5
installation depth [mm] 120 125 148 162 140
Installation cut-out [mm] 223x223 223x223 292x292 292x292 292x292
Operating temperature [°C] -10 to +55 -10 to +55 -10to +55 -10to +55 -15to +55
Service Life [h] 40.000 40.000 40.000 40.000 40.000
Noise level dB(A) 52 69 60 70 69
Approvals UL/ CE UL/ CE UL/ CE UL/ CE UL/ CE
Accessories GV 400/500 GV 400/500 GV 600/700 GV 600/700 GV 600/700
Exhaust filter 11 435050 11 435050 11 635 050 11 635050 11 635050
Spare filter mat 12 400 35VE 12 400 35VE 12700 35VE 12700 35VE 12700 35VE
Z-line filter IP55 12 400 ZF 12 400 ZF 12700 ZF 12700 ZF 12700 ZF
Gill plate 14 400 070 14 400 070 14 600 070 14 600 070 14 600 070
Filter fan Shroud 14 400 700 14 400 700 14 600 700 14 600 700 14 600 700
Cover plates 11 400 05B 11 400 05B 14700 05B 14700 05B 14700 05B
Digital thermostat TER 150 15TER 152 15TER 152 15TER 152 15TER 152 15TER 152
Thermostat TRS 60 15 TRS 060 15 TRS 060 15 TRS 060 15 TRS 060 15 TRS 060
Thermostat TWR 60 15 TWR 060 15 TWR 060 15 TWR 060 15 TWR 060 15 TWR 060
Hygrostat HYW 90 15 HYW 090 15 HYW 090 15 HYW 090 15 HYW 090 15 HYW 090
Speed controller TLR 400 15 TLR 400 15 TLR 400 15 TLR 400 15 TLR 400 15 TLR 400
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16 [ROOF-MOUNT FANS]

Roof-Mount Fans

Optimum airflow inside the cabinet

Low depth inside the cabinet

Also available in IP 54- or EMC-version

Housing color RAL 7035

e Scope of supply: ready to install, incl. filter mat

@ -

Housing made of sheet steel Housing made of ABS plastic

Type DL 400 DL 420 DE 400 DL 1500 DVL 410 DVL 600 DVE 400 DVE 600
Part number 50 400 150 50420150 51 400 050 50150 150 50V41 15X 50V60 15X 51 V45 05X 51V67 05X
Operating voltage [V] 230 VAC 230 VAC _ 230V AC 230V AC 230V AC B _

50/60 Hz 50/60 Hz 50/60 Hz 50/60 Hz 50/60 Hz
Air flow free air [m3/h] 405/ 475 690 / 780 - 1500 240 550 - -
Power input [W] 40 [ 45 40 / 45 - 68 /90 45 /39 64 /80 - -
Width [mm] 420 420 420 528 287 361 287 361
Height [mm] 108 108 83 230 174 211 85 96
Depth [mm] 340 340 340 528 287 361 287 361
Installation depth [mm] 50 50 28 0 120 148 31 33
Installation cut-out [mm] 345x 265 345 X% 265 345 X% 265 410x 410 223x223 292x292 223x223 292x292
Operating temperature [°C] = -10 to +60 -10 to +60 - -10 to +55 -10 to +55 -10 to +55 - -
Noise level dB(A) 58 /62 73/76 - 40 52 60 - -
Weight [kg] 7,6 8,1 4,5 20 2,5 4,1 0,73 1,1
Degree of protection IP 44 (54) IP 44 (54) IP 44 (54) P21 IP 54 IP 54 IP 54 IP 54
Approvals UL/ CE UL/ CE UL/ CE CE UL/ CE UL/ CE UL/ CE UL/ CE
Accessories
Exhaust filter 11 435050 11635050 @ - 11635050* | 11 435050 11 635050 - -
Spare filter mat 1242035VE  1242035VE  1201235VE - 52 440 35VE 52 64035VE 52 44035VE 52 640 35VE
Thermostat TRS 60 15TRS060  15TRS060  15TRS060  15TRS060 | 15TRS060  15TRS060  15TRS060  15TRS 060
Thermostat TWR 60 15TWR060 15TWR060 15TWR060 15TWRO060 | 15TWR060 15TWR060 15TWRO060 15TWR 060
Digital thermostat TER 150 15 TER 152 15TER 152 - 15TER 152 15TER 152 15TER 152 - -
Speed controller TLR 400 15 TLR 400 15 TLR 400 - 15 TLR 400 15 TLR 400 15 TLR 400 - -

* For DL 1500 2 pieces required
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Accessories
e —
— 1

Exhaust Filters

o Suitable for filter fans series LV &
roof-mount fans

® Low shape and quick mounting

e Scope of supply: ready to install,
incl. filter mat

e Also available in IP 55- or EMC-version

Spare Filter Mat

e Spare filter mat for filter fans, exhaust filters

and roof-mount fans
e Available in various filter classes
e Packing unit: 5 pieces

Z-line Filter IP 55

e Z-line filter for Filter fans and Exhaust filters
with protection class IP 55

e Filter class F5

e Packing unit: 1 piece

Gill Plate

e Foroutdoor use of filter fans and
exhaust filters

* Material: polished stainless steel 1.4301

* Solid, vandal resistant

Filter Fan Shrouds

e Coverhood to increase the protection
classup to IP 55

e Protection for hose water and extremely
storm rainfall

e With mounting accessories and gasket

Cover Plates

¢ To close installation cut outs
e Same design and dimensions as GV
e With foamed gasket

L
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Thermostat TRS 60

e Control range: 0 — 60 °C
e Contact: NO

Thermostat TWR 60

e Control range: 0 — 60 °C
e Contact: CO

Speed Controller TLR 400

e Operating voltage: 230V 50/60 Hz

* Max. power of fans: 400W

e Continuous thermally speed regulation
for AC-fans

Digital Thermostat TER 150

e Operating voltage: 230V 50/60 Hz
e Number of relay outputs: 2
e Control range: -50 to +150 °C

Hygrostat HYW 90

e Control range: 40 — 90 % relative humidity
e Contact: CO
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Thermoelectric Coolers

e Thermoelectric cooling without liquid refrigerant
e |nstallation possible in any position
e Resistant to adverse environmental conditions
e High protection class and robust stainless
steel design

e Compact, small dimensions

e Perfect for mobile applications
e Optional cooling and heating is possible

T 4

Type PK 30 PK 50 PK 75 PK 100 PK 150 PK 300 HK PM 50 PM 100
Part number 40 P03 570 40 PO5 570 40 P75 570 40 P10570 40 P15570 40 P30 57H 40 M05 570 40 M10 570
Operating voltage [V] 24V DC 24V DC 24V DC 24V DC 24V DC 24V DC 24V DC 24V DC
Cooling capacity [W] 30 50 75 100 150 280 50 100
Heating capacity [W] optional optional optional optional optional 280 50 100

Width [mm] 112 155 203 200 200 333 120 195
Height [mm] 160 200 255 307 307 330 293 430

Depth [mm] 130 134,5 145 134,5 134,5 195 82 96,5
Installation depth [mm] 70 64,5 70 64,5 64,5 90 45 48
Amperage [A] 2,3 2,5 3,6 5,2 7,2 15 3,7 6,5

Weight [kg] 1,7 3,9 5,5 7,2 7,3 18,5 2,4 5,3
Operating temperature [°C] -20to +70 -20to +70 -20to +70 -20to +70 -20to +70 -20 to +70 -20 to +60 -25to +50
Service life [h] 60.000 60.000 60.000 60.000 60.000 60.000 60.000 60.000
Degree of protection P67 IP 67 P67 IP 67 P67 IP 65 IP55 IP55
Approvals uL uL UL UL uL CE CE CE
Accessories

?E‘;r;)“tat for cooling 15TES060  15TES060  15TES060  15TES060  15TES060  15TES060 | 15TES060  15TES 060
Thermostat for heating +

. 45 TRP 205 45 TRP 205 45 TRP 205 45 TRP 205 45 TRP 205 45 TRP 205 45 TRP 205 45 TRP 205
cooling TRP 205
Accessories
Thermostat TES 60 T Controller for Heating + Cooling TRP 205

o
<]
o
o

.

e For cooling operation

e Control range: 0 — 60 °C
Contact: CO, 16 A
e Operating voltage: 24 V DC

e For heating and cooling operation

e 2 adjustable temperature ranges

e Control range heating: 0 to +20 °C

e Control range cooling: +30 to +50 °C
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Open condensate drip tray

Dehumidifier

e Dehumidification prevents condensation in

the switch cabinet

e 3 different versions for various cases of

application

e |nstallation into the side panel orinside the

enclosure possible

e Significant energy saving in comparison to

conventional heaters

Closed housing, with fan

Closed housing, with fan,
with condensate pump *

Type PSE 30 PSE 30L PSE 30LP
Part number 40 PE3 570 40 PE3 57L 40 PE3 57LP
Operating voltage [V] 24V DC 24V DC 24V DC
Width [mm] 150 155 203

Height [mm] 200 200 255

Depth [mm] 150 134,5 145
Installation depth [mm] 87 64,5 70

Weight [kg] 1,2 1,4 1,6
Operating temperature [°C] 0to +60 0to +60 0to +60
Service life [h] 60.000 60.000 60.000
Degree of protection IP 55 IP55 IP 65
Approval CE CE CE
Accessories

Hygrostat 15 HYW 090 15 HYW 090 15 HYW 090

* Pump must be switched separately

Accessories

LR Hygrostat HYW 90

e Control range: 40 — 90 %
relative humidity
aan0 e Contact: CO
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20 [COMPRESSOR COOLING]

Cooling units for wall or roof mounting

| e For door or wall mounting (Slim Fit)

. ¢ For roof mounting (DEK)
e . | e With electronic control
‘ & e CFC-free refrigerant R134a
~ . . .
| ¢ Including drilling templates and mounting
i accessories
Ly _ :
i | B I
) >~

——— L

==

—

=
Type Slim Fit 500*  Slim Fit 1000 * Slim Fit 1500 * Slim Fit 2000 * Slim Fit 4000 *| DEK 04 DEK 12 DEK 20
Part number 5060526G031 5101026G031 S101526G031 S$162026G031 S164046G031| 40 D04 150  40D12150 40 D20 150
operating voltage [v] | 230 VAC 230V AC 230V AC 230V AC 400/460V | 230VAC 230 VAC 230V AC
perating voltag 50/60 Hz 50/60 Hz 50/60 Hz 50/60 Hz 3~50/60Hz | 50/60Hz  50/60Hz  50/60 Hz
Cooling capacity W] ~ 550 1300 1800 2200 4000 410 1150 2050
Width [mm] 280 400 400 400 500 259 401 401
Height [mm] 550 951 951 1580 1580 260 415 415
Depth [mm] 199 260 260 295 339 481 572 572
Mounting external o o . o . - - -
Mounting

L] L ] L] L ] L] _ — p—

semi-recessed
Mounting internal . ] . . - - - -
Mounting on top - - - - - . . .
Max. nominal 2,6 41 5.1 5,7 4,2 1,5 3,2 6
current [A]
Starting current [A] 9 14 17 19 14 4 11 24
Weight [kg] 15 39 43 68 92 18 40 50
Operating tempera- ;4455 ,10t0+55  +10t0+55  +10t0+55  +10t0+55 | +10t0+55 +10t0+55  +10t0+55
ture range [°C]
f:;;'g%%mperat”re +20t0+55  +20t0+55  +20t0+55  +20t0+55  +20t0+55 | +20t0+46  +20t0+46  +20t0 +46
Degree of protection |, 5, P54 P54 P54 P54 IP 54 IP 54 P54
internal loop
Protection class IP34 P34 P34 P34 P34 IP34 P34 P34
external loop
Approvals UL/EAC/CE UL/EAC/CE UL/EAC/CE UL/EAC/CE UL/EAC/CE | CE CE CE
Accessories
Filter mat PU 5 - - - - - C15000171 AADFP12  AADFP12

Metal filtermat PU1  89106978SP  89106977SP  89106977SP  89106977SP  89106977SP | C15000172 AADFM12 AADFM12

* Available with optional remote control module
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Heat Exchangers

e To reduce the internal cabinet temperature to

the ambient temperature
Separate inner and outer air cycles

Heat exchangers can be mounted outside and

inside the panel
Range of specific thermal capacity from
22 to 80 W/K

Protection class IP 54 according to EN 60529

Type MIX 22 MIX 36 MIX 50 MIX 80
Part number 30 M22 150 30 M36 150 30 M50 150 30 M80 150
Operating voltage [V] 230V AC 230V AC 230 VAC 230V AC
50/60 Hz 50/60 Hz 50/60 Hz 50/60 Hz
Cooling capacity [W/K] 22 36 50 80
Fan air flow [m3/h] 280 570 600 1050
Width [mm] 189 316 316 317
Height [mm] 413 771 771 1260
Depth [mm] 149 103 103 148
Inside or outside mounting . . . .
Max. nominal current [A] 0,5 0,64 0,64 1,06
Weight [kg] 7 10 10 17
Operating temperature [°C] -5to +55 -5 to +55 -5to +55 -5to +55
Protection class internal loop IP 54 IP 54 IP 54 IP 54
Approvals CE CE CE CE
Accessories
Thermostat TRS 60 15TRS 060 15 TRS 060 15TRS 060 15TRS 060
Speed controller TLR 400 15 TLR 400 15 TLR 400 15 TLR 400 15 TLR 400

Accessories
B Thermostat TRS 60 Speed Controller TLR 400
E =' e Control range: 0 — 60 °C e QOperating voltage: 230V 50/60 Hz
i — 11 e Contact: NO e Max. power off ans: 400W
2T e Continuous thermally speed regulation

for AC-fans
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[DOCUMENT POCKETS ]

Document Pockets

e For keeping of wiring diagrams, operating
instructions or maintenance plans

e Various applications in production and
warehouse

e Different versions and sizes

e Consisting of plastic or sheet steel
e Attachment with adhesive strips or screws

) Jﬂ
A
» I P ’
N | i)
\I ¢ ! i 4
4 Py s B ;
Type ST-B8 ST-B6 ST-B5 ST-A4-F ST-A4 ST-A4-B4 ST-A4-U ST-A3-B6 ST-A3-B8
Part number 71ST8000  71ST6000 71ST5000 71ST4O0VE* 71ST4050 @ 71ST4450 @ 71ST4U50  71ST3650 @ 71ST3850
Width [mm] 86 116 156 220 230 255 330 450 650
Height [mm] 118 158 228 300 220 260 257 260 260
Depth [mm] 5 5 17,5 - 30 87 87 87 87
Material plastic plastic plastic foil plastic sheet steel = sheetsteel = sheetsteel = sheet steel
Color transparent = transparent = transparent = transparent = RAL 7035 RAL 7035 RAL 7035 RAL 7035 RAL 7035
Fastenin adhesive adhesive adhesive adhesive adhesive Screws screws screws screws
s bonding bonding bonding bonding bonding
*PU 5 pieces

ST-A4-U Document Pocket

e Document pocket with adjustable
angle borders
e For universal attachment:
—on even surface
—oron one side at the door pillar
* Approbiate for file folder in large DIN-A4
format, also in horizontal format
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Thermostats and Controllers

e Temperature controllers with bimetallic sensors

e Electronic temperature controllers

e Humidity-, speed controllers

e Protection of electronics against heat, coldness
and humidity

e Switching contacts for fans, heaters, heat
exchangers and cooling units

e Reduction of noise level

e ==
T aSEwE Fé‘.ﬂ
Type TFO 10 TRO 60 TRS 60 TWR 60 TES 60 HYW 90
Part number 15TFO 010 15TRO 060 15TRS 060 15 TWR 060 15 TES 060 15 HYW 090
Regulating variable temperature temperature temperature temperature temperature humidity
. fans, heat fans, heaters, thermoelectric heaters,
Suitable for heaters heaters o
exchangers heat exchangers coolers, heaters dehumidifiers
Control range 10 °C (fix) 0to 60 °C 0to 60 °C 0to 60 °C 0 to +60 °C 40% —90% . h.
Contact NC NC NO co co co
Hysteresis 4-7K 4-7K 4-7K 1K 2-3K 5%
Max. switching AC:5(2) *A AC: 10(2) *A AC:10(2) *A AC:10(2) *A 24V DC AC: 2(0,2) *A
capacity DC: max. 30 W DC: max. 30 W DC: max. 30 W DC: max. 30 W max. 16 A bei 24 V min 100 mA

*The value in brackets indicates the inductive load

Digital Thermostat TER 150

e Operating voltage: 230V 50/60 Hz
e Number of relay outputs: 2

e Precision: +/- 1K

e Control range: -50 to +150 °C

e Hysteresis: adjustable 0,1 to 25,5K
e Sensor: NTC with wire 1,5 mtr. long

Controller for Heating + Cooling TRP 205

For thermoelectic devices with heating
and cooling operation

2 adjustable temperature ranges
Control range heating: 0 to +20 °C
Control range cooling: +30 to +50 °C
Internal temperature sensor, external
sensor optionally

Additional connectors for fans
Operating voltage: 24 V DC

Speed Controller TLR 400

e Continuous thermally speed regulation
for AC-fans

e Operating voltage: 230V 50/60 Hz

e Max. power of fans: 400W

® Reduction of noise level

e Saving of energy

e With external digital sensor
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ELMEKO

ELMEKO GmbH + Co. KG
Graf-Zeppelin-Str. 5

56479 Liebenscheid, Germany
Phone +49 2736 [/ 509748-0
info@elmeko.de
www.elmeko.de
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